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McMASTER-CARR. (Q Certificate

562-692-5911
562-695-2323 (fax)
la. sales@mcmaster com

Purchase Order Order Date Placed By McMaster-Carr Number Number of Certificates
P26422231 10/21/2026 Christopher 7548296-02 1
Berger
Line Product Ordered Status Certificate
4 91292A151 18-8 Stainless Steel Socket Head Screw, 1 pack 1 pack delivers October 22 402-3186

M8 x 1.25 mm Thread Size, 35 mm Long,
Fully Threaded

Your order is subject only to our terms and conditions, available at www.mcmaster.com or from our Sales Department.
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—r—f ) " TONG HEER FASTENERS CO., SDN. BHD. (174801-H)
1" a” No.2515, Ting‘kat Perusahaan 4A,Perai Free Trade Zone, ' 7
13600 Perai, Penang, Malaysia
TEL:-60—4-390397O FAX: 60-4-3900840 ' WEB: www.tong.com.my
_ INSPECTION CERTIFICATE
INSPECTION CERTIFICATE EN 10204-3.1 ' ' SAMPLE PLAN SPEC : ISO 3269

PURCHASER : LINDSTROM METRIC, LLC : ’ v o |NV NO: - 26030017 ( SY26000134)
CUSTPIN : SCX208035 PO#NO : A ) 00960398 - : ’ CERT NO : 26607

SIZE : M8-1.26 X35 ’ MATERIAL TYPE : 304 (A2) - TEST DATE 1 05/02/2026

_MARKING : TONG A2-70 ’ SHIP QTY: 25200 Z1 C ITEM NO : 22615

MFR.DATE: 30/01/2026 - COMMODITY : DIN 912-1983 o " HEAT NQ : Y251621AA21

PRODUGT NAME : Hex Socket Screws(Unknurled) ’ g " LOTNO: 23001760701

SAMPLING DATE : 05/02/2026 SAMPLE,SIiE . 20°PCS

MADE IN MALAYSIA

DIMENSIONAL INSPECTIONS (MEASURED BY MILLIMETERS) V . SPECIFICATION: DIN 912-1983 .

CHARACTERISTICS SPECIF,ICATiON C - ACTUAL RESULT SAMPLE DETERMINANT
Head Diameter ‘ 1273~ <>  13.00 1279 <> 12.84 ' Qualified
‘Head Height 7.64 <>  8.00 7.77 <> 7.93 Qualified
Drive Width 802 <> B4 : 640 <> 6.13 ~ Qualified
Drive Depth . 4min 4.31 <---> 4,37 - Qualified
Nominal Length : .. 34.50 <--->  35.50 34.97 <> 3497 - Qualified
DIMENSIONAL INSPECTIONS (MEASURED BY MILLIMETERS) . SPECIFICATION: 1S0O 262
CHARACTERISTICS . ) SPECIFICATION ) ACTUAL RESULT k SAMPLE DETERMINANT
Major Diameter : S 7.76 <> 7.97 7.86 <> 7.89 Quallfied
Pitch Diameter ' 7.04 <> 7.16 - PASSED .. Qualified
PASSIVATION : . ASTM A380 / A380M-17 " PASSED Qualified
MECHANICAL PROPERTIES - - ‘ SPECIFICATION: 1SO 3506-1:2020 )
i CHARACTERISTICS SPECIFICATION ACTUAL RESULT SAMPLE DETERMINANT
Tensile Stréngth (N/mmA2)/Ksi  (5) 700min 781.15 <> 805.89 . Qualified
Yield Strength (N/rﬁmAz)/KsI (5) , 450min : 673.25 <---> 693.77 Qualifted
Elongation (MM) mm  (5) ' - 32min - 6.52 <->  6.90 Qualifled

CHEMICAL COMPOSITION%

Heat Number CX100 - SIX100 MnX100 PX1000 SX1000  NiX100 CrX100 MoX100  CuX100  NXPPM
Y251021AA21 1.4 30 103 36 3 802 1817 = & 21 " 600
Country of Melt and Pour: INDONESIA

LhT PN SCX208035

Lot # ADE1060301
\ CHEAH KIT WENG ROSAZLINA 30/03/2026
Q.A EXECUTIVE ~ , SAMPLER DATE

RT MUST NOT BE REPRODUCED EXCEPT IN FULL AND TO THE ITEM(S) TESTED ONLY
THE FASTENERS HAVE BEEN MANUFACTURED ACCORDING TO THE REQUIREMENTS OF THE APPLICABLE STANDARDS AND

FOUND CONFORM WITH ITS REQUIREMENTS. . 24



